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Indian Standard
SPECIFICATION FOR GORAN BARK

( First Revision )
0. FOREWORD

0.1 This Indian Standard ( First Revision ) was adopted by the Indian Standards Institution on 8 October 1975, after the draft finalized by the Tanning Materials and Allied Products Sectional Committee had been approved by the Chemical Division Council. 0.2 GORAN [ Ceriop~ decandra ( Griff) Ding Hou Syn. Cerio~s roxburghiuna Am; ] is a shrub or small tree found in the tidal forests of Sundarbans ( West Bengal), east coast of India, Tanassirum, Andamans, Sri Lanka and The bark and the leaves contain high percenvarious parts of Malayasia. tage of tannins. 0.3 GORAN bark is mostly used in the manufacture of heavy leather such When as suitcase leathers, sole leather and some other varieties of leather. used alone the bark imparts a red colour to the leather. This can be avoided to a large extent by blending it with myrobalans ( Tctminalia chebula Retz. ) fruits and the bark of BABUL [ ( Acacia nilotica Linn. ) willd. ex Del Subspindica ( Benth ) Brenan; also known in the trade as Acacia arabica ] in suitable proportions or by decolourizing and bleaching. A mixture of barks and leaves may be used with advantage, since such a GORAJ bark mixture gives a leather of lighter colour and softer texture. However, proper quality is also suitable for manufacture of tan extracts. of bark and its collection in large quantities are necessary to make manufacture of extract feasible on a commercial basis. It is hoped that th!, standard will help tanners in procuring GORAN bark of acceptable qualir and encourage collection of the bark on correct lines. 0.4 In this revision, a clause on keeping quality has been added since it was considered to be of significance in a product material. Further, since IS : 5466-1969* has been published on methods of test, this revised standa& does not give details of the .test methods. 0.5 In the formulation of this standard assistance has been derived from data supplied by College of Leather Technology, Goverment of Wcsr
*Methods of test for vegetable tanning materials.
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g iI 2s . Calcutta and the Central Leather Research Institute (CSIR),

0.6 For the purpose of deciding whether a .particular requirement of this standard is complied with, the final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance with The number of significant places retained in the rounded off IS : 2-1960*. value should be the same as that of the specified value in this standard.

t

SCOPE

1.X This standard prescribes the requirements and the methodd of sampling and test for GORAN bark intended for tanning and for the use in the manufacture of tanning extracts. 2. TERMMOLOGY

2.1 For the purpose
1969t shall aplply. 3. REQUIREMENTS

of this standard,

the definitions

given

in IS : 164Oh

3.8 Mates%aI -The material shall be the bark of GORAJV plants, C&o@ &cat&o ( Griff) Ding Hou Syn. Ccriops roxburghiana Am., properly collected, cut into pieces and dried in shade. 3.2 The material shall also comply with the requirements given in Table when tested according to the methods of test given in IS : 5466-1969$. 1

3.2 Xscp&ng &u&&y - The material, when stored under normal conditions and in originai gunny bags, shall continue to satisfy the characteristics prescribed in Table 1 for a minimum period of three months from the date of stripping and collection.
material 4,

Xcxx-- Suitable

precautions shall be from high humidity and temperature.

taken

during

storage

to protect

the

Ph.-G

AND MARKING

to between the purchaser and the 4.1 PacJeiag - Unless otherwise.agreed supplier GORAN bark shall be packed in containers which will protect the eontents from exposure to sunlight .as much as possible, Gunny bags have been fourid suitable.
*Ruler for rounding off numerical values ( revised). $Gloasa of terma relating to hides, skins and leather. $Meth 3 s*of test for vegetable tanning materials.
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TABLE 1 REQUIREMENTS FOR GORAN BARK
bh&!EOD

( Clause 3.2 ) No.

s;.
(`1 3 Mo$z
tii) Tan&s,

CHAItAOTEZUlBTIO

REQUIEEXENT

QF

TEST ( REF TO CL No. IX IS : 5466-1969* ) (2) percent percent by mass, by mass, (3) 15 22 12 4-o (4) 6 10 9 12

tiii) iv) ")

Noz&anninr, percent by mass, #H Of analytical solution, Min Colour: Yellow/red, Min Red, Max strength

0.3 35.0

13

*Methods of test for vegetable tanning materials. tCalculated on moisture-free basis.

4.2 Marking information:

-

Packages shall be marked on the outside with the following

a) Name of the material; b) Net mass of the material; c) Supplier's name or recognized trade-mark, if any; and d) Date of packing. 4.2.1 The packages may also be marked with the Standard Mark, NOTE- The use of the Standard Mark is governed by the provisions of the Bureau of Indian Standards Act, 1986 and the Rujes and Regulations made thereunder. The Standard Mark on products covered by an Indian Standard conveys . the assurance that they have been produced to comply with the requirements of that standard under a well defined system of inspection, testing and quality control which is devised and supervised by BIS and operated by the producer. Standard marked products are also continuously checked by BIS for conformity to that standard as a further safeguard. Details of conditions under which a ficence for the use of the Standard Mark may be granted to manufacturers or producers may be obtained from the Bureau of Indian Standards.
5.

SAlWLlNG

5.1 Representative samples of the mate&J

shall be drawn in accordance with Appendix A and their conformity to the requirements of this standard shall be judged as follows, 5

ts:3969-1975 5.2 Number of Teats -Each test sample shall be tested individually for all the requirements of this specification.
5.3 Criteria for Conformity -The lot shall be declared as conforming to the requirements of this specification if the test sample passes all the tests.

APPENDIX A ( Clause 5.1 )
SAMPLING OF GORAN BARE A-l. SCALE OF SAMPLING

A-l.1 Lot - In a single consignment all G0RA.N bark of the same form of cutting, collected and dried under similar conditions, shall constitute one lot. A-1.2 For ascertaining the conformity of the material to the requirements of this specification, each lot shall be tested separately. The number of packages to be selected for this purpose shall depend on the size of the lot and shall be in- accordance with Table 2. A-l.3 The packages shall be selected at random from the lot. To ensure randomness of selection, a random number table shall be used. In case random number tables are not available, the following procedure be adopted: Starting from any package, count all the packages in the lot as 1, 2, 3.. . . . . . . . up to Y and so on, where r is the integral part of Jf/n ( .W being thk lot size and n the number of packages to be selected ). Every rth container thus counted shall be withdrawn to give the sample for test. A-2. PREPARATION OF SAMPLES

A-2.1 Contents of each of the packages selected according to A-1.2 shall be spread upon clean, dry and level floor so as to form a level circular shaped layer. Quarter the pile and repeat this process until about 2 kg of GORAJV bark is obtained. Large pieces of bark shall be broken up before they are mixed and quartered. When it is inconvenient to spread out the packages, sample shall be taken from different parts of each selected package so as to obtain a representative sample of the package. The samples from each package shall be mixed carefully, quartered and re-quartered till a 2 kg sample is obtained. 6
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TABLE 2 NUMBER OF PACKAGES ( Claus6A-l .2 ) No.or PACIKACJES INTHELOT No.orP~c~ao~a TOBE SAMPhSD TO BE SAMPLED

4 Up to 26 ,, 51 ,, 151 ,, 301 ), 25 50 150 300 500

G 3 4 5 6 7 8 9

501 )) 1 owl 1001 and above

A-2.2 Test Samples - The material obtained in A-2.1 shall be divided into three equal parts, each forming a test sample representing the lot. One of test samples shall be marked for the purchaser, another for the supplier and the third as referee sample. A-2.2.1 All the test samples shall be immediately transferred to separate sample containers and shall be sealed airtight and marked with full particulars necessary for proper identification, such as name of the manufacturer or trade-mark, name of sample, batch number, date of sampling, and sampler's name. A-2.3 Referee Sample - The referee sample consisting of a test sample, shall bear the seal of both supplier and the purchaser and shall be kept at a place and under conditions agreed to between the two for use in case of dispute.
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